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FES¥ MAIN CHARACTERISTICS
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Ip 15A
Vbss 650 V G
Rdson—max
290 mQ
(@Vgs=10V) "
Qg—typ 17.8 nC
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® High frequency switching
mode power supply
® Electronic ballast

® LED power supply

FEATURES

®Low gate charge

®Fast switching

®100% avalanche tested

® Improved dv/dt capability
O®RoHS product

® Super Junction MOS

JA R

ORDER MESSAGE|

iT & # 5 Order codes

- g e ey BoE | # O
HE-FE KE-FE H B4 7 B~ Marking Package
Halogen—Tube | Halogen—-Free—-Tube Halogen-reel Halogen—-Free—Reel

MS65R290A-R-B MS65R290A-R-BR MS65R290A-R-A MS65R290A-R-AR MS65R290A DPAK
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@@ MS65R290A

IR KEIE{ ABSOLUTE RATINGS (Tc=25°C)

W H 5 H A Bofr

Parameter Symbol Value Unit
B e U B — R AR ELIA H
Bﬁm/ﬁi*}f& PR B E Viss 650 v
Drain—Source Voltage
SR d 15% A
% %ﬁ*&%/)ﬁ L =257
Drain Current .

) T=100C O A

—continuous
KPR IR GE D
Drain Current — pulse Ty 25% A
(note 1)
i e MR
BRI Voss +20 v

Gate—Source Voltage

KRS AR R (0 2)
Single Pulsed Avalanche Ess 160 mJ
Energy (note 2)

Py Te=25TC 113 W
o . —Derate
Power Dissipation . .
above 25°C 0.9 w/°C

% e 4 il S AT L
Operating and Storage Ty Tste -55~+150 C

Temperature Range

1 2 e e S IR FE
Maximum Lead Temperature T. 300 C

for Soldering Purposes

s AR FELIAL Y 25 e 4 i R

*Drain current limited by maximum junction temperature
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MS65R290A

FB$F1% ELECTRICAL CHARACTERISTICS

B

Parameter

% 5
Symbol

WRK A

Tests conditions

B/

Min

B K
Max

B fr
Units

XA Off - Characteristics

R — s o L

Drain—Source Voltage

BVDSS

1,=250 n A, Ves=0V

650

7 28 R e P e
Breakdown Voltage Temperature

Coefficient

A BVyss/
AT,

I,=250nA, referenced

25C

to

0.65

V/C

T R AR O

Zero Gate Voltage Drain Current

IDSS

VDs:650V, V(}s:OV, Te=25 C

LA

1E [ AR A s PV
Gate—-body leakage current,

forward

IGSSF

Vns:OV, V(,s :20V

100

nA

S m AR A I LA
Gate—-body leakage current,

reverse

IGSSR

Vns:OV, V(,s :*ZOV

-100

nA

EA4EME On—Characteristics

EARIERGERED
Gate Threshold Voltage

Voscen)

Vos = Vs , I,=250 1 A

3.5

FRAS Sl s E
Static Drain—Source

On—Resistance

RDS (ON)

VGS =10V, ID=7A, Tj=25C

270

290

mQ)

ZhA4% M Dynamic Characteristics

TPNGERSS

Input capacitance

Ciss

St LA

Output capacitance

CUSS

I A A LA

Reverse transfer capacitance

CY‘SS

Vis=50V,
Vs :OV,
f=1MH;

700

pF

55

pF

pF

AR L BH

Gate Resistance

RG

f=1MH,

9.4

H
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MS65R290A

4% ELECTRICAL CHARACTERISTICS
JFo54% 4 Switching Characteristics
%ﬁﬂﬂﬁﬁ{ﬂ Turn—On delay time tq(on) V325V, Te15A Re25 Q| - 116.3| - | ns
_EFFEFAE] Turn-0On rise time t, - 128.6| - | ns
FEIR B A] Turn—0ff delay time tq(off) VGS=0 tolOV - 1 64| - | ns
R B E] Turn-Off Fall time t (note 3, 4) - 15| - | ns
WK HE e A & Total Gate Charge Q. Vis =520V , - |17.8] - | nC
W — R HL TR Gate—Source charge Qes L=15A - 14.2] - | nC
W — R Gate—Drain charge Qe Vs =10V (note 3, 4 - 18.8| - | nC
T — U5 W R K K 5E (8 Drain—Source Diode Characteristics and Maximum Ratings
1F [ fe K48 FLI
Maximum Continuous Drain Is - - | 15| A
—-Source Diode Forward Current
TE [a] 5 Rk LI
Maximum Pulsed Drain—Source Tsu - - |25 ] A
Diode Forward Current
NREENE:
Drain—Source Diode Forward Vsp Ves=0V, Is=7A - 10.8(1.3] V
Voltage
B[ PRI 1)
Reverse recovery time b R
S R g 0. V=400V, Ts=15A I S I I
Reverse recovery charge di/dt=100A/urs  (note 4) ’
R A N AT
Peak reverse recovery current
##it THERMAL CHARACTERISTIC

m H 5 B Max L4 _ﬁ

Parameter Symbol Unit
45 3 T A H
Thermal Resistance, JunctionRth(j—c) 1 C/W
to Case
45 I R HFH
Thermal Resistance, Rth (j-4) 96. 4 C/W
Junction to Ambient
R Notes:
1: Jikoh 58 B i A s 45 TR PR A1) 1: Pulse width limited by maximum junction temperature
2: L=10mH, V=50V, R=25 Q,VG=10V & if 45 ik 2: L = 10mH, VDD = 50V, RG = 25Q, VG=10V, Starting

T,=25C TJ] = 25° C

3o KR BRI TEEE<300 us, HEE<2% 3: Pulse Test: Pulse Width <300 us,Duty Cycle<2%
4, HEARSTERELX 4: Essentially independent of operating temperature
— d’ [ o 2l Lt ol s
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MS65R290A

1EAFph4e  ELECTRICAL CHARACTERISTICS (curves)

| On—Region Characteristics

8v
v
6v
3.5v
v
buttom: 4,5v

Drain Current [A)

20

] 10 15
Drain-Source Voltage (V)

Transfer Characteristics

25 4

20 4

Drain current[A)

3 4 ] G T g
Gate-Source Voltage(V)

On—Resistance Variation vs.
Drain Current and Gate Voltage

Body Diode Forward Voltage Variation

vs. Source Current and Temperature

600

[ [ e =]
= = = =
= = = =

Drain-Source On Resistance[mQ)
2

a 5 10 15 20
Drain Current [A)

Forward-Current,If[A)
-
=

0.5 0. 1.1

6 0.7 0.8 0.9 1
Forward-Voltage Vf(V)

Gate Charge Characteristics

Capacitance Characteristics

10 10000 -
130
B -
PN 1000 4 ciss
&
- —
2 g
iy}
z g’
E o
o
]
2 10 4
CR
0 T 1 1
0 100 200 300 400 500 600
i i 1 16 20
Qg(DnC] Drain to Source Voltage (V)
- —
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MS65R290A

Maximum Safe Operating Area

Transient Thermal Response Curve For

For MS65R290A/DPAK MS65R290A/DPAK
100 1
0.03ms 8
T 5
=10 ms 201
c a
g ©
= . b=
3 pe. NEms E
£ g
o1 =001 |
[a] E
[¥]
N Single pulse
01 0.001
1 0 100 1000 ' ' ' '
[%rain-SourceVultage(V] 0.000001 [ﬁ?%re Wavd Blilse DurtinHS]
- : Maximum Drain Current
Power Disspation vs. Temperature
vs. Case Temperature
120 16
105 14
a0 12
75 10
) «E,‘; 8
CI.D -
45 5]
30 4
15 2
0O 15 30 45 60 F5 90 105 120 135 150 0 o 25 50 75 100 125 150
T, (°C) T, (°C)
Breakdown Voltage Variation On—Resistance Variation
vs. Temperature vs. Temperature
1.2
Ip=250uA 28 | le=TA
1.15
2.4
1.1
E 1.05 E ‘
£ | ] g s
o 1 o
£ £
Boos g12
= Z
09 * os
0.85 0.4
0ge (o]
25 50 75 100 125 150 25 50 75 100 125 150
T, (°C) T; (°C)
SlilEFHBFiRHEE LT
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MS65R290A

SMEZR~F PACKAGE MECHANICAL DATA

A
B uj _...'i_.._
E—r mm
N
( ' N — SYMBOL
_G_ MIN MAX
= 1 A 2.16 2.41
] 2 Al 0.97 1. 17
A2 0. 00 0.15
| | b 0.63 0. 93
b7 . bl 5. 13 h. 53
: — b2 0. 66 0. 96
= c 0. 40 0. 60
. b | e D 5.80 6. 40
' E 6. 30 6. 90
e 2. 286BSC
L 2. 50 3. 30
( ) L1 1. 20 1. 80
L2 0. 60 1. 00
L3 0. 8b 1. 30
4R REEL
— B
PO P2 T
AN NN Aln o o~ A A A
/w\u\u\uxuwjuww_uwy - 5
f e g ]
\r‘\ ~y ~ Fan Fany f'\\ = RO 30Nax HI E_O
o ) ) N NP & ) A
\ j
/ /
B 6 P1 E L B——B
in
. — |
_AQ |
A——A
SYMBOL| AO BO Bl B2 K1 PO Pl P2
SPEC 5. 96:£0. 10[10. 49+0.1 |1. 65:£0. 05|1. 440, 05(2. 790, 10| 4. 0040 10| 8.00+0. 10 2. 000 10
SYMBOL|  H T E F Do D1 W T
SPEC |1 18:£0.05|0. 33:£0. 026[1. T5=0. 10| 7.5:£0. 10 1. 550,08 150"y | 16.00 .} \\\
0 SillERBFRInERAE
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@@ MS65R290A

ABEm
Lo ARG T A R A J] 77 S B 2 Ay B A A, TEiemiA 7 =X, T SRINE S A H]
sk

2. JKIFIANE AR AR, WA SEIRIE 5 2 " AR -
3. FEFLBABCUT A B I S IS R KBV, 75 WM B HLIK m] SE 4
4. AUHBWHRAZEA TR

NOTE

1. Jilin Sino—microelectronics co., Ltd sales its product either through direct sales or
sales agent , thus, for customers, when ordering , please check with our company.

2. We strongly recommend customers check carefully on the trademark when buying our product,
if there is any question, please don’ t be hesitate to contact us

3. Please do not exceed the absolute maximum ratings of the device when circuit designing.

4. Jilin Sino—microelectronics co., Ltd reserves the right to make changes in this.

specification sheet and is subject to change without prior notice

KEAR
R I H BR A 7

AT ML FHARE SRR 99 5
HE4w: 132013

ML 86-432-64678411

fEH: 86-432-64665812

M HE: www. hwdz. com. cn

CONTACT

JILIN SINO-MICROELECTRONICS CO., LTD.

ADD: No. 99 Shenzhen Street, Jilin City, Jilin Province, China.
Post Code: 132013

Tel: 86-432-64678411

Fax: 86-432-64665812

Web Site: www. hwdz. com. cn
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