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FESH  MAIN CHARACTERISTICS

135 Package

A
P 2007 e
Ti, Te<150°C 60 A
Q: Typ 137nCx
ABi& APPLICATIONS
O L RITAZ A ®Solar Inverters e
® AR S HL IR ®Switch Mode Power Supplies T0-247
® =5 JE DC/DC B4 2% ®High Voltage DC/DC Converters
® Hijih 7T L 2 ®Battery Chargers
© N [] W FEL YR eUninterruptable power supplies
Pt FEATURES
® = BH W FEL R ®High Blocking Voltage
® = [m] Pk 2 HELI ®Zcro Reverse Recovery Current
® =X IE A Pk & HL I ®/cro Forward Recovery Voltage
® 5 4 N ®High-Frequency Operation
® AN R RO T 4514 @ Temperature—Independent Switching Behavior
@ ML oo ®Lxtremely Fast Switching
® iR R AL ®Positive Temperature Coefficient on Ve
O RoHS 7= i O RoHS product
1T 4552 ORDER MESSAGE
T
Order codes Efl i %t 3
S o Marki Pack
B R4 TR - T Bi-Gs arxing ackage
Halogen—Tube Halogen-Free—-Tube | Halogen—Reel | Halogen-Free—Reel
N/A SC60J120BD-GE-B N/A N/A SC60J120BD T0-247
0 SlilERBFREOEELG
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SC60J120BD
B3R AEAEIE ABSOLUTE RATINGS (Tc=257C)
m H fF 5 | #E| B WA A
Parameter Symbol | Value | Unit Test Conditions
n) B IE(E L E
}im .E. E'a,f VRRM 1200 V
Repetitive Peak Reverse Voltage
TR I i
S AR VR WAL FEL A Ve 1200 | v
Surge Peak Reverse Voltage
HiftHE
o "L%r Ve 1200 |V
DC Blocking Voltage
1E AP35 H L . 78% A Te=25"C
Continuous Forward Current f 30k Tc=147°C
1F e B A2 VR FLUR . 159 A T=25°C, t/=10ms, Half Sine Wave
Repetitive Peak Forward Surge Current o 102 Te=110°C, tp=10ms, Half Sine Wave
1E W HEE IR
13 E .% & 270% T=25°C, t~=10ms, Half Sine Wave
Non—Repetitive Peak Forward Surge Trsu A )
200 Te=110°C, tp=10ms, Half Sine Wave
Current
FERL DI b 429% . T=25°C
Power Dissipation 186% Te=110°C
B R R A R o
Operating and Storage Temperature Ty, Tste +175 C
Range
1 2t e SR IR T
Maximum Lead Temperature for T. 260 C
Soldering Purposes
*Per Leg, % Per Device
0 SiilEREBFRIHEREE
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414 ELECTRICAL CHARACTERISTICS

by H " 5 R %A B | BB BR
Parameter Symbol Tests conditions Min | Typ | Max |EA{Z Units
IE i L v I =30A T,=25° C L4517 v
Forward Voltage ' Ir =30A T=175° C 2.25 | 2.5
S [A) HL A , Ve = 1200V T,=25° C 5 20 A
"
Reverse Current ! Vi = 1200V T,=175° C 50 200
S EAF T Vi = 800V, T, = 25° C, I+=8A
Total Capacitive Charge Q 137 nC
P & ‘ Q =[""c(v)dv
B Vi =0V, Ty =25°C, £ =1 MHz 1440
Total Capacitance C Vi = 400V, T, = 25°C, £ =1 MHz 126 pF
Vy = 800V, T, = 25°C, f = 1 MHz 104
530 P =N C t
HAEAA LR apacltance . Ve 2800 V 40 uJ
Stored Energy
BBk A e Tc = 25°C, V,=50V, L=0.5mH,
) Exs 280 mJ
Single Pulsed Avalanche Energy 1s=33. bA
*Per Leg
454 THERMAL CHARACTERISTICS
b H 5 HARE B Ar
Parameter Symbol Typ Unit
25 B 5T AR
HEVEA . Rh (o) 0. 35 C/W
Thermal Resistance Junction to Case
0 SiilEREBFRIHEREE
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Typical Performance
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SC60J120BD
SN2 R~t PACKAGE MECHANICAL DATA
? A %e

r R CH-E = symbol |MIN  |MAX
A 490, 510
5 [ _oP @ H 295 335
B1 195| 235
b 115 135
i L c 050 0.70
3 ‘ | h D 2090 21.10
Q1 o | T B 1570 | 15.90
- l > e 534| 554
c | B 190 210
, L 1940 | 20.40
B L2 403 423
Q 600/ 640
Q1 230 250
EEEES P 350, 3.70
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2. WSERHENE AR AR, A SERTE S A R AR .
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4. RULWIAS WA A AL A T3 S K -

NOTE

1. Jilin Sino—microelectronics co., Ltd sales its product either through direct sales or sales agent
thus, for customers, when ordering , please check with our company.

2. We strongly recommend customers check carefully on the trademark when buying our product, if there
is any question, please don’ t be hesitate to contact us

3. Please do not exceed the absolute maximum ratings of the device when circuit designing.
Jilin Sino—microelectronics co., Ltd reserves the right to make changes in this. specification sheet

and is subject to change without prior notice

BKHEAR
EHERBFRBBRAT
AR ARG AR TR 99 5
MR4: 132013

MHL: 86-432-64678411

fEHE. 86-432-64665812

P3k:  www. hwdz. com. cn

CONTACT

JILIN SINO-MICROELECTRONICS CO., LTD.

ADD: No. 99 Shenzhen Street, Jilin City, Jilin Province, China.
Post Code: 132013

Tel: 86-432-64678411

Fax: 86-432-64665812

Web Site: www. hwdz. com. cn
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